
Stock Code: 605117.SH

SUN-XL02-A
PV Module Optimizer  

Increase in power generation capacity:
Module-level maximum power point tracking (MPPT) can increase 
power generation by 5% to 25%.

         

Photovoltaic Smart Optimizer

Model: SUN-XL02-A 

Max. Input/output power(DC): 700W

15AMax. Input/output current(DC): 
99.5%Peak conversion efficiency: 
-40℃ to +85℃Operating temperature: 

IP68Ingress Protection (IP) Rating: 

80VMax. Input/output voltage(DC): 
12-80VMPPT voltage range(DC): 

Add.: No.26 South YongJiang Road, Daqi, Beilun, NingBo, ChinaNINGBO DEYE INVERTER TECHNOLOGY CO.,LTD.

CAUTION-Risk of Electric Shock Do Not Remove Cover. No User Serviceable Parts Inside. Refer Servicing to Qualified Service Personnel.

High Voltage Warning Danger Caution Hot Double Insulation Instruction
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Model SUN-XL02-A

80V

99.5%

12-80V

15A

700WMaximum input power(W) 

Maximum input voltage(V) 

MPPT voltage range  (V)

Maximum input current  (A)

Peak conversion efficiency

Level of protection IP68

Product certification CE

Installation specifications dimensions(mm) 105×105×22mm

Weight (g)

Cable 

Connector MC4 Or Compatible with MC4

600g

4.0mm² input 70cm output 100cm

-40℃ ~ +85℃Operating temperature range 

Project Parameter 


